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telephone lines. At the answering end, audio frequencies are converted back into Os and Is, and 
serial bits are converted into a parallel word that can be read by the computer. When the answering- 
end computer needs to transmit, it transmits on 2025 Hz (Space) and 2225 Hz (Mark). 

STANDARDS IN SERIAL I/O 

The serial I/O technique is commonly used to interface terminals, printers, and modems. These 
peripherals and computers are designed and manufactured by various manufacturers. Therefore, a 
common understanding must exist, among various manufacturing and user groups, that can ensure 
compatibility among different equipment. When this understanding is defined and generally ac- 
cepted in industry (and by users), it is known as a standard. A standard is normally defined by a 
professional organization (such as IEEE — Institute of Electrical and Electronics Engineers) ; how- 
ever, occasionally, a widespread practice can become a dc facto standard. A standard may include 
such items as assignment of pin positions for signals, voltage levels, speed of data transfer, length of 
cables, and mechanical specifications. 

In serial I/O, data can be transmitted as either current or voltage. Typically, 20 mA (or 60 mA) 
current loops are used in teletype equipment. When a teletype is marking or at logic 1, current flows; 
when it is at logic 0 (or Space), the current flow is interrupted. The advantage of the current loop 
method is that signals are relatively noise-free and are suitable for transmission over a distance. 

When data are transmitted as voltage, the commonly used standard is known as RS-232C. It is 
defined in reference to Data Terminal Equipment (DTE) and Data Communication Equipment 
(DCE) — terminal and modem — as shown in Fig. 123 (a ) ; however, its voltage levels are not compat- 
ible with TTL logic levels. The rate of data transmission in RS-232C is restricted to a maximum of 20 
kbaud and a distance of 50 tt. For high-speed data transmission, two new standards — RS-422A and 
RS-423A — have been developed in recent years ; however, they are not yet widely used. 

To appreciate the difficulties and confusion in this standard, one has to examine its historical 
background. The RS-232 Standard was developed during the initial days of computer timesharing, 
long before the existence of TTL logic, and its primary focus was to have compatibility between a 
terminal and a modem. However, the same standard is now being used for communications between 
computers and peripherals, and the roles of a data terminal and a modem have become ambiguous. 
Should a computer be considered a terminal or a modem ? The answer is that it can be either. 
Therefore, the lines used for transmission and reception will differ, depending on the manufactur- 
er's role-definition of its equipment. 

RC - 232C 
Cable 


(a) 








392 Microprocessor System 


Signals 


Secondary Transmitted Data 

Transmission Signal Element Timing (DCE Source) 

Secondary Received Data 

Receiver Signal Element Timing (DCE Source) 

Unassigned 

Secondary Request to Send 
DCE * Data Terminal Ready (DTR) 

Signal Quality Detector 
Ring Indicator 

Data Signal Rate Selector (DTE/DCE Source) 
Transmit Signal Element Timing (DTE Source) 
Unassigned 


Pins 


Signals 


Protective Ground 

Transmitted Data (T x D) — DCE 
Received Data (R x D) — »- DTE 
Request to Send (RTS) — DCE 
Clear to Send (CTS) — DTE 
Data Set Ready (DSR) — «- DTE 
Signal Ground 

(Received Line Signal Detector 
(Reserved for Data Set Testing) 
(Reserved for Data Set Testing) 
Unassigned 

Sec. Rec'd. Line Sig. Detector 
Sec. Clear to Send 


Fig. 123. Minimum Configuration ofRS-232C Signals and Voltage Levels (a) and RS-232C Signal Definitions and 
Pin Assignments (b) 

Source: Courtesy of Electronic Industries Association. 


RS-232C 

Fig. 123 (b) shows the RS-232C 25-pin connector and its signals. The signals are divided into four 
groups : data signals, control signals, timing signals, and grounds. For data lines, the voltage level 
+ 3Vto + 15Vis defined as logic 0 ; from - 3 V to - 15 V is defined as logic 1 (normally, voltage levels 
are ± 12 V). This is negative true logic. However, other signals (control and timing) are compatible 
with the TTL level. Because of incompatibility of the data lines with the TTL logic, voltage transla- 
tors, called line drivers and line receivers, are required to interface TTL logic with the RS-232 signals, 
as shown in Fig. 123 (a). The line driver, MC1488, converts logic 1 into approximately - 9 V and logic 
0 into + 9 V, as shown in Fig. 123 (a). Before it is received by the DCE, it is again converted by the line 
receiver, MC1489, into TTL compatible logic. This raises the question : If the received signal is to be 
converted back to the TTL level, what is the reason, in the first place, to convert the transmitted signal 
to the higher level ? The primary reason is that the standard was defined before the TTL levels came 
into existence ; before 1960, most equipment was designed to handle higher voltages. The other 
reason is that this standard provides a higher level of noise margin — from - 3 V to + 3 V. 

The minimum interface between a computer and a peripheral requires three lines : pins 2, 3, and 
7, as shown in Fig. 123 (a). These lines are defined in relation to the DTE ; the terminal transmits on 
pin 2 and receives on pin 3. On the other hand, the DCE transmits on pin 3 and receives on pin 2. 
Now, the dilemma is : How does a manufacturer define the role of its equipment ? For example, the 
user may connect its microcomputer to a printer configured as a DTE or to a modem configured as a 
DCE. Therefore, to remain compatible with the defined signals of the RS-232C, the computer must be 
defined as a DCE for the printer connection and a DTE for the modem. One of the solutions to this 
dilemma is for the manufacturer to provide two serial ports, one for a modem and the other for a 
printer. Another solution is to reconfigure the RS-232 cable as shown in figure. In Fig. 124, the 
microcomputer is defined as a DTE, and it can be connected to the modem, defined as a DCE, without 
any modification in the RS-232 cable, as shown in Fig. 124 (a). However, when it is connected to the 
printer, the transmit and the receive lines must be crossed as shown in Fig. 124 (b). 
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Fig. 126. The 8251 A : Expanded Block Diagram of Transmitter and Receiver Sections 


More Sophisticated features used for serial data communication. It is a programmable device ; i£., 
its functions and specifications for serial I/O can be determined by writing instructions in its 
internal registers. The Intel 8251 A USART is a device widely used in serial I/O ; the device and its 
applications are described in the next section. 


THE 8251A PROGRAMMABLE COMMUNICATION INTERFACE 


The 8251 A is a programmable chip designed for synchronous and asynchronous serial data com- 
munication, packaged in a 28-pin DIP. The 8251A is the enhanced version of its predecessor, the 
8251, and is compatible with the 8251 . Figure shows the block diagram of the 8251 A. It includes five 
sections : Read/ Write Control Logic, Transmitter, Receiver, Data Bus Buffer, and Modem Control. 

The control logic interfaces the chip with the MPU, determines the functions of the chip according 
to the control word in its register (to be explained below), and monitors the data flow. The transmitter 
section converts a parallel word received from the MPU into serial bits and transmits them over the 
TxD line to a peripheral. The receiver section receives serial bits from a peripheral, converts them 
into a parallel word, and transfers the word to the MPU. The modem control is used to establish data 
communication through modems over telephone lines. The 8251 A is a complex device, capable of 
performing various functions. For the sake of clarity, this chapter focuses only on the asynchronous 
mode of serial 1 / O and excludes any discussion of the synchronous mode and the modem control. 
The asynchronous mode is often used for data communication between the MPU and serial periph- 
erals such as terminals and floppy disks. 

Figure shows an expanded version of the 8251 A block diagram. The block diagram shows all the 
elements of a programmable chip ; it includes the interfacing signals, the control register, and the 
status register. The functions of various blocks are described below. 

READ/WRITE CONTROL LOGIC AND REGISTERS 

This section includes R/ W control logic, six input signals, control logic, and three buffer registers : 
data register, control register, and status register. The input signals to the control logic are as follows: 
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* T x D — T ransmit Data : Serial bits are transmitted on the line. 

■ T x C — Transmitter Clock : This input signal controls the rate at which bits are transmitted 
by the USART. The clock frequency can be 1, 16, or 64 times the baud. 

■ Tx RDY — Transmitter Ready : This is an output signal. When it is high, it indicates that the 
buffer register is empty and the USART is ready to accept a byte. It can be used either to 
interrupt the MPU or to indicate the status. This signal is reset when a data byte is loaded into 
the buffer. 

■ T x E — Transmitter Empty : This is an output signal. Logic 1 on this line indicates that the 
output register is empty. This signal is reset when a byte is transferred from the buffer to the 
output registers. 

RECEIVER SECTION 

The receiver accepts serial data on the R x D line from a peripheral and converts them into parallel 
data. The section has two registers : the receiver input register and the buffer register. 

When the R x D lines goes low, the control logic assumes it is a Start bit, waits for half a bit time, 
and samples the line again. If the line is still low, the input register accepts the following bits, forms 
a character, and loads it into the buffer register. Subsequently, the parallel byte is tansferred to the 
MPU when requested. In the asynchronous mode, two input signals and one output signal are 
necessary, a described below. 

■ R x D — Receive Data : Bits are received serially on this line and converted into a parallel byte 
in the receiver input register. 

■ R x C — Receiver Clock : This is a clock signal that controls the rate at which bits are received 
by the USART. In the asynchronous mode, the clock can be set to 1, 16, or 64 times the baud. 

■ R x RDY — Receiver Ready : This is an output signal. It goes high when the USART has a 
character in the buffer register and is ready to transfer it to the MPU. This line can be used 
either to indicate the status or to interrupt the MPU. 

INITIALIZING THE 8251A 

To implement serial communication, the MPU must inform the 8251 A of all details, such as mode, 
baud. Stop bits, parity, etc. Therefore, prior to data transfer, a set of control words must be loaded into 
the 16-bit control register of the 8251 A. In addition, the MPU must check the readiness of a peripheral 
by reading the status register. The control words are divided into two formats : mode words and 
command words. The mode word specifies the general characteristics of operation (such as baud, 
parity, number of Stop bits), the command word enables data transmission and/ or reception, and 
the status word provides the information concerning register status and transmission errors. Figure 
shows the definitions of these words. 

To initialize the 8251 A in the asynchronous mode, a certain sequence of control words must be 
followed. After a Reset operation (system Reset or through instruction), a mode word must be written 
in the control register followed by a command word. Any control word written into the control 
register immediately after a mode word will be interpreted as a command word ; that means a 
command word can be changed anytime during the operatioin. However, the 8251 A should be reset 
prior to writing a new mode word, and it can be reset by using the Internal Reset bit (D^ in the 
command word . 
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The control register is an output port and the status register is an input port ; they are 
identified by WR and RD signals, even if their port addresses are the same. 

(b) The data register is selected when the C/D line goes low ; thus, A 0 should be low. The 
port address of the data register = FEH. The register is bidirectional, and the same address 
is used to receive or transmit data. The input and output functions are identified by RD 
and WR signals. 

2. RS-232C SIGNALS, LINE DRIVERS, AND LINE RECEIVERS 

Fig. 129. shows that three RS-232 signals — T x D, R x D, and Ground — are being used for serial 
communication between the CRT terminal and the 8085 system. The terminal transmits data on pin 

2 and receives on pin 3 ; on the other hand, the 8085 system receives on pin 2 and transmits on pin 

3 using the 8251 A. Therefore, the terminal is connected as the DTE and the system plays the role of 
the DCE ; the 8251 A is part of the 8085 system. 

Data transmitted over the T x D line (pin 19 of the 8251 A) are at the TTL logic level. These bits are 
converted to RS-232 voltage levels and negative logic by line driver MC 1488. Data received by the 
8251A over the R x D line (pin 3) should be at the TTL logic level. Therefore, the RS-232 signals at pin 
2 of the connector are converted to the positive TTL logic level by line receiver MC 1489. The line 
driver and receiver are described here briefly. 

Line Driver : MC 1488. This is a quad line driver that converts TTL input levels to a maximum 
+15 Vjx- output signal. Typically, it is used with± 12 V power supply. For logic 0 input (< 0.8 V^-) the 
output is around + 10 V. and for logic 1 input (> + 2.4 V^) the output is around - 10 V ; thus, the 
positive true logic is converted into negative true logic for RS-232C signals. The internal circuit of the 
MC 1488 functions much line a comparator. For an input lower than the threshold voltage, the 
output approaches positive power supply voltage, and for an input higher than the threshold volt- 
age, the output approaches negative power supply voltage. 

Line Receiver : MC 1489. This is a quad line receiver that converts high voltage signals (+ 15 V) 
into TTL logic levels. Output voltages usually range from 0.2 V (low) to 4.0 V (high). The internal 
circuit functions as an on/off transistor. When the transistor base has a negative input voltage, the 
transistor is turned off and the collector voltage (the output of the MC 1489) is high. When the 
transistor base has a positive input voltage, the transistor is driven into saturation of 0.2 V. 

RS-232 Drivers/Receivers : Max 232. One of the drawbacks of the line driver MC 1488 is that it 
requires additional voltages ± 12 V from a power supply. Typically, such voltages are unavailable in 
systems compatible with the TTL logic. This difficulty can be resolved by using a specialized 
integrated device, MAX 232. It includes drivers and receivers (two each), and it generates ± 10 V 
internally by using a voltage doubler and inverter circuits. The MAX 232 can replace the 1488 and 
1489 and eliminate the need for ± 12 V power supplies. 

3. INITIALIZATION 

The control words necessary for the given specifications are as follows : 

Mode Word Refer to Fig. (a) 



Two No 7 -Bit Baud = TxC/ 16 


Stop Bits Parity Character =153.6k716 

= 9600 
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In a mode word, bit D, and D 0 can specify a baud factor that divides the clock frequency (T x C) to 
provide three different transmission rates. In this illustration, T x C is sixteen times the specified 
baud. 

Command Word : Refer to Fig. (6) 


°7 °5 D 4 D 2 D 1 Do 



III 

Error Receive Transmit 

Reset Disable Enable 


In this command word, bit D 0 enables the transmitter, bit D 4 ignores any errors, and bit D 6 pre- 
vents reset of the 8251 A ; all other bits are don't care. In this illustration, bit D 4 also can assume don't 
care logic level. 

Status Word. Refer to Fig. (c) 

D 7 d 6 d 5 d 4 d 3 D 2 D, D 0 



I 

Transmitter 

Ready 


The MPU should check bit D 0 before transferring a character to the 8251 A ; it indicates the status 
of the pin T x RDY. When a byte is transferred from the transmitter buffer to the output register (see 
Figure for the block diagram), bit D 0 is set to 1, and it is reset when the MPU loads the next byte in the 
buffer. Bit D 2 (T x EMPTY) indicates the status of the output register ; this bit usually is not used 
except in applications such as half duplex mode. 


4. INITIALIZATION INSTRUCTIONS 

SETUP: 

MVIA.CAH 

: Load the mode word 


OUT FFH 

: Write mode word in control register 


MVI A.11H 

: Load the command word to enable transmitter 


OUT FFH 

: Enable the transmitter 

STATUS: 

IN FFH 

: Read status register 


ANI 01H 

: Mask all bits except D 0 


JZ STATUS 

; If D 0 = 0, the transmitter buffer is full : go back and wait 


Fig. 130 shows the contents of various registers after the initialization. Mode word CAH and 
command word 1 1 H are loaded in the control register by the OUT FFH instructions. The MPU checks 
the transmitter status by reading the status register and examining bit D 0 (Transmitter Ready). 

When a character is transferred from the buffer register to the output (parallel-to-serial) register, bit 
D 0 is set to 1, indicating to the MPU that the transmitter is ready to accept the next character. 
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Fig. 130. Control Register Contents after Initialization 


THE IEEE 488-1978 GENERAL-PURPOSE INTERFACE BUS STANDARD 


One of the areas in which the microcomputer is finding increasing application is that of electronic 
instrumentation. A common problem is to collect analog data samples — the temperature or pressure 
of two different gases, for example — at a periodic rate, say once every minute. The collected data is 
recorded and later analyzed. Although this can be a tedious process when performed manually, it is 
a "natural" for the microcomputer. 

Because of Hewlett-Packard's instrumentation background, the company began to recognize the 
need for a standard interface between an instrumentation device and a microcomputer. Their goal 
was to develop an interface that would allow seveal instruments to communicate with each other 
over a common set of bus lines. 

The RS-232C standard was rejected for this application because it requires a separate port for 
each peripheral to be interfaced. In addition, the serial data format results in a data rate that was 
judged to be too slow. 

In the early 1970s the IEEE became interested in the HPIB (Hewlett-Packard Interface Bus, as it 
had become known) and in 1975 adopted it as an IEEE standard. In 1978 it was revised to its present 
form and is now known as IEEE 488-1978. Standard Digital Interface for Programmable Instrumentation. 
It is often referred to as the General Purpose Interface Bus (GPIB). 

Figure illustrates the bus structure of the standard. Unlike RS-232C, an 8-bit bidirectional data 
bus is defined, supported by three handshake control signals and five general-purpose interface 
management lines. The bus is said to be byte serial and bit parallel. This means that the data bus is 
made up of (eight) parallel data bits, which are transmitted one byte after another in sequence, or 
serially. 

The standard allows up to 15 devices to be connected to the parallel bus at one time. Each has its 
own address, usually seset by DIP switches on the instrument's back panel. Because there is no 
address bus defined in the standard, addresses are passed over the data lines when the ATN (atten- 
tion) management line is asserted. When ATN is inactive, information on the bus is to be interpreted 
as data. 

The bus is rated to handle data rates as high as 1MB/ s (1 million bytes per second), in practice, 
this rate is seldom achieved. Most applications operate at 250,000 bytes/s or less. The maximum 
cable length is restricted to 60 m. However, no more than 2 m should separate individual devices on 
the bus. Thus, the GPIB is not intended to interface a terminal or other peripheral located at a remote 
site such as an adjacent building. 


i't. 







